AAA Parameters - per [RFC3588]

(last updated 10 October 2004)

AVP Header

 - AVP Codes

 - AVP Specific Values

 - AVP Flags

 - Application IDs

 - Command Codes

 - Command Flags

AVP Codes

=========

AVP Codes are allocated by designated expert with a 

specification.  If a block of codes is needed (more than 3),

IETF Consensus is needed.

.

.

.

Application IDs

===============

 ID values     Name                                Reference

-----------    ------------------------            ---------

          0    Diameter common message             [RFC3588]

          1    NASREQ                              [RFC3588] 

          2    Mobile IPv4                         [RFC3588]

          3    Diameter base accounting            [RFC3588]

 4-16777215    Unallocated (Standards Track)  



   16777216    3GPP Cx                             [3GPP TS 29.228 and 29.229]

   16777217    3GPP Sh                             [3GPP TS 29.328 and 29.329]

   16777218    3GPP Rf/Ro                          [3GPP TS 32.225]

   16777xaa    3GPP Wx                             [3GPP TS 29.234]

   16777xbb    3GPP Zn                             [3GPP TS 29.109]

   16777xcc    3GPP Zh                             [3GPP TS 29.109]

   16777xdd    3GPP Gq                             [3GPP TS 29.209]

   16777xee    3GPP Gmb                            [3GPP TS 29.061]

16777xff-4294967294 Unallocated (Vendor Specific, FCFS)


4294967295    Relay                               [RFC3588]
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